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OPERATION AND MAINTENANCE
INFORMATION:

I. PROPERTY INFORMATION:

II. RESPONSIBLE PARTY FOR MAINTENANCE:

PROJECT SITE INFORMATION:
1. SOILS TYPE:   

2. GROUND WATER DEPTH:   

3. NAME OF RECEIVING BODY:   

4. FLOOD ZONE:   

5. FLOOD ELEVATION (IF APPLICABLE):   

TABLE 2
ROUTINE MAINTENANCE ACTIVITIES FOR MEDIA FILTERS

NO. MAINTENANCE TASK FREQUENCY OF TASK

1 INSPECT FOR STANDING WATER, SEDIMENT, TRASH AND DEBRIS. MONTHLY DURING RAINY
SEASON

2 REMOVE ACCUMULATED TRASH AND DEBRIS IN THE UNIT DURING ROUTINE
INSPECTIONS.

MONTHLY DURING RAINY
SEASON, OR AS NEEDED AFTER

STORM EVENTS

3 INSPECT TO ENSURE THAT THE FACILITY IS DRAINING COMPLETELY WITHIN FIVE
DAYS AND PER MANUFACTURER’S SPECIFICATIONS.

ONCE DURING THE WET SEASON
AFTER MAJOR STORM EVENT.

4 REPLACE THE MEDIA PER MANUFACTURER’S INSTRUCTIONS OR AS INDICATED BY
THE CONDITION OF THE UNIT.

PER MANUFACTURER’S
SPECIFICATIONS.

5 INSPECT MEDIA FILTERS USING THE ATTACHED INSPECTION CHECKLIST. QUARTERLY OR AS NEEDED

TABLE 1
ROUTINE MAINTENANCE ACTIVITIES FOR FLOW-THROUGH PLANTERS

NO. MAINTENANCE TASK FREQUENCY OF TASK

1 INSPECT THE PLANTER SURFACE AREA, INLETS AND OUTLETS FOR OBSTRUCTIONS
AND TRASH; CLEAR ANY OBSTRUCTIONS AND REMOVE TRASH. QUARTERLY

2

INSPECT PLANTER FOR STANDING WATER.  IF STANDING WATER DOES NOT DRAIN
WITHIN 2-3 DAYS, THE SURFACE BIOTREATMENT SOIL SHOULD BE TILLED OR
REPLACED WITH THE APPROVED SOIL MIX AND REPLANTED.  USE THE CLEANOUT
RISER TO CLEAR ANY UNDERDRAINS OF OBSTRUCTIONS OR CLOGGING MATERIAL.

QUARTERLY

3 CHECK FOR ERODED OR SETTLED BIOTREATMENT SOIL MEDIA. LEVEL SOIL WITH
RAKE AND REMOVE/REPLANT VEGETATION AS NECESSARY. QUARTERLY

4 MAINTAIN THE VEGETATION AND IRRIGATION SYSTEM. PRUNE AND WEED TO KEEP
FLOW-THROUGH PLANTER NEAT AND ORDERLY IN APPEARANCE. QUARTERLY

5
EVALUATE HEALTH AND DENSITY OF VEGETATION.  REMOVE AND REPLACE ALL
DEAD AND DISEASED VEGETATION. REMOVE EXCESSIVE GROWTH OF PLANTS THAT
ARE TOO CLOSE TOGETHER.

ANNUALLY, BEFORE THE RAINY
SEASON BEGINS

6
USE COMPOST AND OTHER NATURAL SOIL AMENDMENTS AND FERTILIZERS
INSTEAD OF SYNTHETIC FERTILIZERS, ESPECIALLY IF THE SYSTEM USES AN
UNDERDRAIN.

ANNUALLY, BEFORE THE RAINY
SEASON BEGINS

7

INSPECT THE OVERFLOW PIPE TO MAKE SURE THAT IT CAN SAFELY CONVEY
EXCESS FLOWS TO A STORM DRAIN. REPAIR OR REPLACE ANY DAMAGED OR
DISCONNECTED PIPING. USE THE CLEANOUT RISER TO CLEAR UNDERDRAINS OF
OBSTRUCTIONS OR CLOGGING MATERIAL.

ANNUALLY, BEFORE THE RAINY
SEASON BEGINS

8
INSPECT THE ENERGY DISSIPATOR AT THE INLET TO ENSURE IT IS FUNCTIONING
ADEQUATELY, AND THAT THERE IS NO SCOUR OF THE SURFACE MULCH. REMOVE
ANY ACCUMULATION OF SEDIMENT.

ANNUALLY, BEFORE THE RAINY
SEASON BEGINS

9 INSPECT AND, IF NEEDED, REPLACE WOOD MULCH. IT IS RECOMMENDED THAT 2"
TO 3" OF COMPOSTED ARBOR MULCH BE APPLIED ONCE A YEAR.

ANNUALLY, BEFORE THE RAINY
SEASON BEGINS

10
INSPECT SYSTEM FOR EROSION OF BIOTREATMENT SOIL MEDIA, LOSS OF MULCH,
STANDING WATER, CLOGGED OVERFLOWS, WEEDS, TRASH AND DEAD PLANTS. IF
USING ROCK MULCH, CHECK FOR 3” OF COVERAGE.

ANNUALLY AT THE END OF THE
RAINY SEASON AND/OR AFTER

LARGE STORM EVENTS,

11 INSPECT SYSTEM FOR STRUCTURAL INTEGRITY OF WALLS, FLOW SPREADERS,
ENERGY DISSIPATORS, CURB CUTS, OUTLETS AND FLOW SPLITTERS.

ANNUALLY AT THE END OF THE
RAINY SEASON AND/OR AFTER

LARGE STORM EVENTS,
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